
WELDING BOOTHS

Fully integrated, self contained ductless 
welding system with both backdraft and 
updraft capability. Designed for use of wrap 
around curtain for additional safety in the 
educational welding environment.

Avani WB 3500 Series

Ideal for use as a stand alone welding booth 
or in a series; easily integrated with Filterhawk 
Cartridge Dust Collector or a top mounted 
collector (3.0 / 5.0 HP) to optimize floorspace.

Avani WB 5000 Series

Standards include:  

• Double panel wall construction
• Top mounted collector
• Backdraft and updraft capability with

dampers to adjust air flow
• Overhead explosion proof lighting
• Adjustable rear shelf
• Electrical outlets
• Compressed air and gas connections
• Debris cleanout drawers
• Extended curtain rod

Standards include:

• Double panel wall construction
• Backdraft and updraft capability with

dampers to adjust air flow
• Accommodates top mount filter collector

or ducted external collector 
• Overhead, drop down explosion proof

lighting 
• Adjustable rear shelf
• Ceiling mount fume arm inlets
• Electrical outlets

WB-3555-S: 5’ x 5’ with collector

WB-3566-S: 6’ x 6’ with collector

Single
Booths

Double
Booths

WB-3555-D: 5’ x 5’ with shared collector

WB-3566-D: 6’ x 6’ with shared collector

WB-5055-S: 5’ x 5’ with collector

WB-5066-S: 6’ x 6’ with collector
Single
Booths

Double
Booths

WB-5055-D: 5’ x 5’ with shared collector

WB-5066-D: 6’ x 6’ with shared collector




